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THE CONGO HILL SHOWINGS
The Congo Hill Showings, of which there are three, consist of small outcroppings 
of vein material on the flanks of a hill located in close proximity of the 
Charing Cross site. Occurring near the crest of Congo Hill, the Congo Showings 
are separated by a distance of approximately 400 feet from each other. The 
showings in total are situated approximately two miles from the village of 
Bellas Gate. Access is similar to that of the Charing Cross Prospect from which 
point, rather than descend into the valley to the mouth of the adit, one 
continues along the contour of the hillside until reaching each of the showings 
in succession.
HISTORY
During the early part of the present century, an extensive exploration effort 
was. made in the vicinity of the Congo Hill Showings by Jamaica Consolidated 
Copper Company which was reported on by Mr. A.E. Outerbridge. He reports that 
a total of 1271 feet of underground exploration was completed at the Congo Hill 
Mine. Outerbridge stated that the Congo Hill Mine contains more than 1 million 
tons of are grading about 2% copper (1909).
In 1926, the American Metal Company investigated the workings and their 
representative, a Mr. Norcross, expressed doubt on the estimate of tonnage at 
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the Congo Hill site. Norcross stated that the showings in this part of the 
property are stringy and seam-like with the veins varying from knife-blade 
thickness of copper carbonate stain to 4 or 5 inches of sulfide. The veins 
which occur in sheared areas strike E-W, dip near vertically and partially fill 
fractures with disseminated or replacement type mineralization. No other 
contemporary accounts of the work carried out during the period are available 
to the writer.
During the regional prospecting program carried out by Geophysical Engineering 
& Services in 1957-59, geochemical and geophysical surveys were carried out over 
the Congo Hill area. No further work was recommended in the area as a result 
of these surveys.
During 1990, Trevcorp carried out an extensive VLF EM16 electromagnetic survey 
over the Charing Cross Congo Hill area. The results are presented on Maps Nos.  
NGE7, NGE8, NGEl1 and NGE12 contained in the map box. Only a partial 
interpretation of this data has been made, utilizing the Karous Hjelt filter 
technique, and is presented in the Howe report in Appendix 1. The remaining 
interpretation when completed will form an addendum to this report.
GEOLOGICAL ENVIRONMENT

The Congo veins occur in a series of fractures related to the regional shearing 
trends. The veins, 1 to 2 feet wide, strike at 270 to 315 degrees and dip 
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vertically. Host rocks are purple-maroon volcanics. The most distinguishing 
feature about the volcanics is the presence of white equant plagioclase 
crystals, which in places have been replaced by malachite.  
Within the veins. mineralization consists of malachite. in boxwork texture, 
azurite. chrysocolla, turquoise with minor cuprite, chalcopyrite, and possibly 
sphalerite. Chalcocite, jarosite and orange iron staining are also present.  
In one instance, at elevation 1580 feet on the path north to Bellas Gate, 
limestone float was located in the vicinity of the vein. This was the only such 
occurrence in the area. Numerous samples have been obtained from the Congo 
veins as they are not only conspicuous but also the largest of the copious 
copper showings located in the southern section of the property and are 
apparently immediately unrelated to porphyry intrusives.
GEOPHYSICS
Geophysical Engineering & Services carried out a self-potential survey over the 
Congo Hill area during their work program of 1957-58. No follow up work was 
recommended as a result of the geophysical surveys.  
During 1990, Trevcorp carried out an extensive VLF EM16 electromagnetic survey 
which covered the Congo Hill area. Readings were taken utilizing two stations, 
Cutler and Seattle, allowing the investigation bf all structural directions. A companion magnetometer survey was also carried out at the time utilizing a 
Crone Magnetometer.
GEOCHEMISTRY

As previously described, Geophysical Engineering & Surveys Ltd. carried out a 
regional soil sampling program, for copper only, which included the Congo Hill 
area. Although broad geochemical anomalies were indicated in a portion of the 
map area, these were unrelated to the Congo Hill showings and no further work 
was recommended on them. No further broad based geochemical surveys have been 
carried out by Trevcorp in this portion of the property.
DIAMOND DRILLING
No diamond drilling has been carried out over the Congo Hill area.
